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Non-Insulated Links
Copper Crimp Links For Stranded To Fine–Stranded Copper Cable

•  Non–insulated electro grade copper crimp links suitable for stranded to fine–stranded copper cable
•  Long barrel
•  Electro tinned finish for high conductivity
•  Includes entrance chamfer and centre dimpling
•  Conform to IS 191 (part V GR.ETP) specifications

Operating Temperature: –55°C to +155°C

PART NO. CONDUCTOR
SIZE (MM²)

DIMENSIONS (MM) PACK
QTY

RECOMENDED HEAT SHRINK

C1 C2 L THIN WALL MED WALL THICK WALL

ALCLK1.5/100 1.5 2.1 3.8 15.0 100 HSTNW7.0/3.55 HSMWGL10/3L HSTKWGL13/4

ALCLK2.5/100 2.5 2.5 4.0 22.0 100 HSTNW7.0/3.55 HSMWGL10/3L HSTKWGL13/4

ALCLK4/50 4.0 3.1 4.8 22.0 50 HSTNW7.0/3.55 HSMWGL10/3L HSTKWGL13/4

ALCLK6/50 6.0 3.8 5.5 22.0 50 HSTNW7.0/3.55 HSMWGL10/3L HSTKWGL13/4

ALCLK10/50 10.0 4.5 6.9 26.0 50 HSTNW7.0/3.55 HSMWGL10/3L HSTKWGL13/4

ALCLK16/25 16.0 5.9 8.0 36.0 25 HSTNW10.0/5.0 HSMWGL10/3L HSTKWGL13/4

ALCLK25/25 25.0 7.0 9.7 47.0 25 HSTNW13/6.5 HSMWGL16/5L HSTKWGL19/6

ALCLK35/25 35.0 8.4 11.5 47.0 25 HSTNW18/9 HSMWGL16/5L HSTKWGL19/6

ALCLK50/25 50.0 9.5 12.7 47.0 25 HSTNW18/9 HSMWGL16/5L HSTKWGL19/6

ALCLK70/10 70.0 11.1 14.3 54.0 10 HSTNW18/9 HSMWGL25/8L HSTKWGL28/9

ALCLK95/10 95.0 13.5 17.5 54.0 10 HSTNW22/11 HSMWGL25/8L HSTKWGL28/9

ALCLK120/10 120.0 15.5 20.6 68.0 10 HSTNW40/20 HSMWGL35/12L HSTKWGL38/12

ALCLK150/6 150.0 16.3 22.2 68.0 6 HSTNW40/20 HSMWGL35/12L HSTKWGL38/12

ALCLK185/6 185.0 18.3 24.3 68.0 6 HSTNW40/20 HSMWGL35/12L HSTKWGL38/12

ALCLK240/6 240.0 21.2 28.6 88.0 6 HSTNW50/25 HSMWGL50/16L HSTKWGL51/16

ALCLK300/3 300.0 23.8 31.9 98.0 3 HSTNW50/25 HSMWGL50/16L HSTKWGL51/16

ALCLK400/3 400.0 26.8 34.8 98.0 3 HSTNW50/25 HSMWGL50/16L HSTKWGL68/22

ALCLK500/3 500.0 30.0 38.0 98.0 3 HSTNW70/35 HSMWGL85/12L HSTKWGL68/22

ALCLK630/3 630.0 33.5 45.0 101.0 3 HSTNW70/35 HSMWGL85/12L HSTKWGL90/30

Note: * For Black Shroud add ‘B’ to part number: e.g. ALCSG3SB.To comply with Ex approvals, the washer supplied must be installed on mounting thread. Mounting thread is metric with pitch 1.5mm, unless 
otherwise specified. Spare seals also available (lead time and MOQ applies).See product and website for fitting instructions. # All dimensions in mm unless otherwise specified.
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